1 Decision Computer Development Tool kits : Pinger

File Name: Pinger.ocx
Attribute : Active X Component (by MFC library)
[Method]

M ]

BOOL Start(LPCTSTR IP);

Parameter : IP - remote | P address.
Return: -1 - successful.

0 - can't start the connecting action.
Remark : start to ping the remote side you specify

M T ]

BOOL Stop();
Return: -1 - successful.
0 - unsuccessful.
Remark : stoping the ping action

i
String GetErrorDescription();
Return : the error description

Remark : if error happen, you can use this function to
display the error message

T T

int GetRespons();
Return : -1 - time out message !!
other - the message response time!
Remark : when you start the ping action, you can use this

function to get the current status and response time.
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[Event]
i
void FireOnError(int ErrorCode);
ErrorCode: 1000 - can'tinitial the socket
1001 - can't set the receive time out
1002 - can't set the send time out
1003 - send message failed !
1004 - receive message failed !
Remark : if the connection error happen, you will receive

this error message event. Y ou can also use the
'GetErrorDescription()' to get the error description !
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<Example> Visual Basic ...
Private Sub Form_L oad()
call Pinger.Start("www.decision.com.tw")
End Sub
Private Sub CheckTimer_Timer()
Print Pinger.GetResponse()
End Sub
Private Sub Pinger_OnError(ByVa ErrorCode As Integer)
Call MsgBox(DecisionPinger.GetErrorDescription)

End Sub



